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EXISTING BITUMINOUS PAVEMENT
TO BE REMOVED
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EXISTING ELECTRICAL DUCT
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EXISTING BITUMINOUS PAVEMENT
TO BE REMOVED
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EXISTING GRAVEL ROAD

LIMIT OF NEW PERIMETER ROAD
SEE NOTE 6 (TYP)
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EXISTING BITUMINOUS
PAVEMENT TO REMAIN
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COMMON GROUND ALLIANCE
www.call811.com or
Phone: 811

THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND
UTILITIES INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING
ACCURATE, SUFFICIENT OR COMPLETE. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO DETERMINE THE ACTUAL LOCATION OF ALL SUCH
FACILITIES, INCLUDING SERVICE CONNECTIONS TO UNDERGROUND
UTILITIES. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE
UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FROM
THE RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND
ASSISTANCE RELATIVE TO THE LOCATION OF THEIR FACILITIES AND THE
WORKING SCHEDULE OF THE COMPANIES FOR REMOVAL OR ADJUSTMENT
WHERE REQUIRED. IN THE EVENT AN UNEXPECTED UTILITY INTERFERENCE
1S ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE
ENGINEER SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND
SERVICES SHALL BE RESTORED TO SERVICE AT ONCE AND PAID FOR BY
THE CONTRACTOR AT NO ABDITIONAL COST TO THE CONTRACT.

2/11/2009 4:26 PM

CALL 911 IN THE EVENT IN WHICH DAMAGE
RESULTS IN THE RELEASE OF NATURAL GAS.
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ALL ITEMS WITHIN THE PAVEMENT TO BE DEMOLISHED SHALL

BE REMOVED, UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL PROTECT PAVEMENTS THAT ARE OUTSIDE
THE DEMOLITION AREA ADJACENT TO SPECIFIED PAVEMENT
REMOVAL. CONTRACTOR SHALL REPAIR ANY DAMAGE TO
ADJACENT PAVEMENT AT HIS/HER OWN EXPENSE AS DIRECTED

BY THE RESIDENT ENGINEER.
SEE FENCING PLANS FOR FENCE REMOVAL.

SEE DRAINAGE PLAN FOR INLET AND PIPE REMOVALS.

GRAVEL ROADS OUTSIDE OF THE LIMITS OF THE NEW
PERIMETER ROAD ARE NOT TO BE REMOVED. GRAVEL
APPROACHES TO THE NEW PERIMETER ROAD SHALL BE
RESTORED AT THE COMPLETION OF THE PROJECT.

GENERAL WAYME A. DOWNING _
PEORIA INTERNATIONAL AIRPORT

CONSTRUCT NEW PERIMETER ROAD AND
PERIMETER FENCE - PROJECT 3
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